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Blades for

Wall saws

Wall saw blades offer very high performance in various materials
and apply to 10~30 kw range power machines.

it Diameter | Length | Thickness Height | Segmenttype | Max. operating speed
20"(500)
24"(600)
26"(650) 40/44/48
28"(700) (br;z?ng) Normal 40/
30"(750) | 24/40 / U-shape 40 / 63 m/s
32'(800) 12 Short 24
36"(900) (laser)
b "
> 40(1000) 44/48
ol 48"(1200)
&
* i 64"(1600)
u} *The figures in the specification tables are "mm" unit unless otherwise indicated.
\ 24 *Various flush cutting holes are available upon request.

Short 24Length U-shape 40Length Normal 40Length

) T T T T

Zenesis U-shape  Zenesis short U-shape Short Normal Short Short
Product name 40Length 24Length 40Length 24Length 40Length 24Length 24Length
Me-Lasen- Me-Lasen- Ne-Luser- Me-Lasen-
& Under 10 kw RUZWL RUZWL(24) RPLWL RPLWL(24) RSLWL RSLWL(24) REHWL(24)
<]
v
g 10~15 kw RUZWM RUZWM(24) RPLWM RPLWM(24) RSLWM RSLWM(24) REHWM(24)
-]
<]
& Over25kw RUZWH RUZWH(24) RPLWH RPLWH(24) RSLWH RSLWH(24) REHWH(24)
Heavily reinforced with
%k %k Kk * %k Kk ok k * %k Kk %k kX * % %k k *
hard aggregate
Moderately reinforced
. : % % %k Kk k * &k Kk Kk * &k X * %k & X * %k * %k * %
with medium aggregate
Lightly reinforced
% %k %k Kk %k kK %k Kk k %k k * %k k * % *

with soft aggregate, brick
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